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L20 DOORS/SHUTTERS/HATCHES 
480 . . . . . . DOORSETS:
Wright Style Ltd manufacture a range of high quality, high specification steel and stainless steel glazing systems, fabricated by an international network of licensed manufacturers. Click on the name below to jump to the product and specification details.
Wright Style Steel & Stainless Steel Doorsets


HYPERLINK  \l "Fire Resisting Steel"
Wright Style Fire Resisting Steel & Stainless Steel Doorsets
Wright Style Steel & Stainless Steel Doorsets
A range of high quality, high specification steel and stainless steel glazing systems, fabricated by an international network of licensed manufacturers. The systems are designed as a cost-effective solution for special applications and are backed up by an extensive development and testing programme. 
The steel systems are suitable for powder coated finishes and the stainless steel profiles are produced in architectural quality (316) stainless steel, suitable for brush grain, bead blasting or mirror polish finishing. The steel profiles are available in pre-zinc coated finish internally & externally, or natural oiled finish (black) in a wide range of profile depths and wall thicknesses, together with associated snap over glazing beads for use with tape or gasket glazing.
The systems have performance documentation to British and various international standards, and can be used for both internal and external applications. The doorsets can be single or double leaf, in single or double acting formats, hung on hinges, floorsprings or automatic operators. Contact Wright Style Limited for up to date certification information.

The steel door systems can be used for the following applications:
Ballistic
Designed as a primary system against ballistic attack, the systems offer protection from all firearms as specified under BS 5051, classes G0 to R2 including armour piercing specifications.
Blast 
Designed as a primary protection system, to prevent integrity failure of the glazing and framing support. System suitability is given on a project basis.
Bandit 
The system consists of steel profiles and accessories, designed to offer protection from forced entry using crowbars, vehicles, levers or glass removing devices, and from repeated physical attack.
Smoke 
The doorsets can be used for the control of hot or cold smoke and poisonous gases, by isolating the smoke producing areas and preventing the passage of smoke into the safety zones.
Sound 
The sound reduction system offers protection from sound intrusion, within the working environment. Performance testing has been undertaken to BS 5821, and has achieved results giving an average noise reduction of 31.8 dB, using traffic and music as mediums.
Thermal 
The cold bridge insulated system has been performance tested to BS874. The system can achieve U-Values as low as 1.4, when used in conjunction with high performance glasses built into sealed glazed units.
The door systems are available in the following cold rolled framing profiles:
Black and Galvanised Steel Profiles - A range of hollow steel sections, of differing sight lines and wall thicknesses, together with associated glazing beads and fittings, for use with tape and gasket glazing.
Stainless Steel Profiles - A range of 316 quality mill finished hollow sections, together with associated glazing beads for use with tape glazing.
Thermally Broken Black and Galvanised Steel Profiles - A range of steel sections components, comprising of a unique arrangement of sandwich type profile construction, together with associated glazing beads for use with tape and gasket glazing.
A range of gaskets, seals and ironmongery is available for the door profiles to suit all applications.
Consult Wright Style Limited for further information including illustrations and details of the system components, fittings and accessories, together with typical application details. 
It should be noted that Wright Style Limited are only manufacturers of the system components - the fabrication and installation will be carried out by approved fabricators and installers. It is important, therefore, that Wright Style Limited be consulted early in the design process to assist in the design and specification of the proposed systems and to advise on approved fabricators and installers. Wright Style’s professional staff are able to provide a comprehensive technical backup programme including specification advice and assistance, product training and fabrication / installation techniques

480 STEEL / STAINLESS STEEL DOORSETS:
Manufacturer and reference: Wright Style Limited, Unit 2 + 7, Banda Industrial Estate, Nursteed Road, Devizes, Wiltshire, SN10 3DY. Tel: 0870 8554025. Fax: 0870 8554026. Email: info@wrightstyle.co.uk                           Web: www.wrightstyle.co.uk 
Reference: Wright Style Steel & Stainless Steel Doorsets

5050 series profiles (Standard)

565 series profiles (Thermal / Acoustic)

6050 series profiles (Standard / Ballistic / Blast)

935 series profiles (Stainless steel)
Type: Normal / Ballistic / Blast / Bandit / Smoke / Sound / Thermal.
Material: Black steel / Galvanised steel / 316 Stainless steel.
Glazing details: EPDM gasket glazed / Closed cell tape glazed & over-pointed

Consult with Wright Style Ltd for recommendations and details, or refer to literature.

Finish as delivered: Powder coating / Brush grain stainless steel / Mirror polish stainless steel / Bead blasted stainless steel
Colour: Consult with metal finishing applicator for full details.

Ironmongery/accessories: Multi-point latch lock / Single deadlock / Single latch

Consult with Wright Style Ltd for recommendations and details, or refer to literature.

Perimeter seals: Twin rebate gasket seals to leaf & frame

Consult with Wright Style Ltd for recommendations and details or refer to literature.

Fixing: Consult with Wright Style Ltd for recommendations and details or refer to literature.

Wright Style Fire Resisting Steel & Stainless Steel Doorsets
A range of high quality, high specification steel and stainless steel glazing systems fabricated by an international network of licensed manufacturers. The systems are designed as a cost effective solution for special applications and are backed up by an extensive development and testing programme. 
The steel systems are suitable for powder coated finishes and the stainless steel profiles are produced in architectural quality (316) stainless steel, suitable for brush grain, bead blasting or mirror polish finishing. Steel profiles are produced in pre-zinc coated internally & externally, or natural oiled finish (black). The profiles have a large selection of snap over steel and stainless steel glazing beads to accommodate most sizes of glass, that can be tape or gasket glazed. The wide range of profiles are available with ironmongery, fittings and seals, together with fire resistant glass.
The systems have been tested to British and various international fire standards, for integrity only to 30, 60, 90, 120, 180 & 210 minutes or integrity & insulation to 30 & 60 minutes, with many types of glass options, and are suitable for both internal and external use. The doorsets can be single or double leaf, in single or double acting formats, hung on hinges, floorsprings or automatic operators. Contact Wright Style Limited for up to date certification information.
The fire insulated door systems contain the passage of radiant heat by means of the unique construction of profiles, which contain layers of heat resisting isolators. 
Wright Style’s fire rated steel door systems are complimented by a range of curtain walling, windows, screens & partitions which offers the opportunity of providing spacious, unrestrictive large glazed areas whilst still maintaining fire safety zones. 

The fire resisting door systems can also be used in combination with the following applications:
Ballistic
Designed as a primary system against ballistic attack, the systems offer protection from all firearms as specified under BS 5051, classes G0 to R2 including armour piercing specifications.
Blast 
Designed as a primary protection system, to prevent integrity failure of the glazing and framing support. System suitability is given on a project basis.
Bandit 
The system consists of steel profiles and accessories, designed to offer protection from forced entry using crowbars, vehicles, levers or glass removing devices, and from repeated physical attack.
Smoke 
The doorsets can be used for the control of hot or cold smoke and poisonous gases, by isolating the smoke producing areas and preventing the passage of smoke into the safety zones.
Sound 
The sound reduction system offers protection from sound intrusion, within the working environment. Performance testing has been undertaken to BS 5821, and has achieved results giving an average noise reduction of 31.8 dB, using traffic and music as mediums.
Thermal 
The cold bridge insulated system has been performance tested to BS874. The system can achieve U-Values as low as 1.4, when used in conjunction with high performance glasses built into sealed glazed units.
The fire resistant steel & stainless steel door systems are available in the following fire resistant cold rolled framing profiles:
30, 60, 90, 120, 180 & 210 Minute Fire Resistant Black & Galvanised Steel Integrity Only Profiles.
30, 60, 90, 120, 180 & 210 Minute Fire Resistant Stainless Steel Integrity Only Profiles.
30 Minute Fire Resistant Black And Galvanised Steel Integrity & Insulation Sandwich Profiles.
30 Minute Fire Resistant Galvanised Steel Integrity & Insulation Filled Profiles.
30 Minute Fire Resistant Stainless Steel Integrity & Insulation Sandwich Profiles.
60 Minute Fire Resistant Black And Galvanised Steel Integrity & Insulation Sandwich Profiles.
60 Minute Fire Resistant Stainless Steel Integrity & Insulation Sandwich Profiles.
Consult Wright Style Limited for further information including illustrations and details of the system components, fittings and accessories, together with typical application details.
It should be noted that Wright Style Limited are only manufacturers of the system components - the fabrication and installation will be carried out by approved fabricators and installers. It is important, therefore, that Wright Style Limited be consulted early in the design process to assist in the design and specification of the proposed systems and to advise on approved fabricators and installers. Wright Style’s professional staff are able to provide a comprehensive technical backup programme including specification advice and assistance, product training and fabrication / installation techniques

480 STEEL / STAINLESS STEEL FIRE RESISTING DOORSETS:
Manufacturer and reference: Wright Style Limited, Units 2 + 7, Banda Industrial Estate, Nursteed Road, Devizes, Wiltshire, SN10 3DY. Tel: 0870 8554025. Fax: 0870 8554026. Email: info@wrightstyle.co.uk                           Web: www.wrightstyle.co.uk 
Reference: Wright Style Fire Resisting Steel & Stainless Steel Doorsets

5050NR series profiles (Integrity only)

5050 series profiles (Integrity only)

6050 series profiles (Integrity only)

6050 F1 series profiles (Integrity & Insulation)

765 series profiles (Integrity & Insulation)

790 series profiles (Integrity & Insulation)
Fire rating: 
30 minutes integrity only / 30 minutes integrity and insulation
60 minutes integrity only /60 minutes integrity and insulation 
90 minutes integrity only

120 minutes integrity only

180 minutes integrity only

210 minutes integrity only

Material: Black steel / Galvanised steel / Stainless steel.
Glazing details: Fire gasket glazed / Fire tape glazed & over-pointed

Consult with Wright Style Ltd for recommendations and details or refer to literature.

Finish as delivered: Powder coating / Brush grain stainless steel / Mirror polish stainless steel / Bead blasted stainless steel
Colour: Consult with metal finishing applicator for full details.

Ironmongery: Minimum of a fire rated latch lock to active leaf for single action doors.
Consult with Wright Style Ltd for recommendations and details or refer to literature.

Perimeter seals: Twin rebate gasket seals to leaf & frame
Consult with Wright Style Ltd for recommendations and details or refer to literature.

Fixing: Consult with Wright Style Ltd for recommendations and details or refer to literature.

